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1-Line, Bi-directional, Transient Voltage Suppressor 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
DFN0603-2L 

 

Features     
● Ultra small package 
● Stand-off voltage: 5V Max 
● Transient protection for each line according to 
IEC61000-4-2(ESD): ±30kV (contact) 
IEC61000-4-5(surge): 12A (8/20μs) 
● Ultra-low capacitance: CJ = 0.2 pF typ 
● Low leakage current 
● Low clamping voltage 
● RoHS Compliant 

 
Applications 

● ¦{. нΦл ŀƴŘ ¦{. оΦл 
● I5aL мΦоΣ I5aL мΦп ŀƴŘ I5aL нΦл 
● {!¢! ŀƴŘ Ŝ{!¢! ƛƴǘŜǊŦŀŎŜ 
● 5±L 
● L999 мофп 
● tƻǊǘŀōƭŜ 9ƭŜŎǘǊƻƴƛŎǎ ŀƴŘ bƻǘŜōƻƻƪǎ 
● 9ǘƘŜǊƴŜǘ ǇƻǊǘΥ млκмллκмллл aōκǎ 
● 5ŜǎƪǘƻǇ ŀƴŘ bƻǘŜōƻƻƪǎ t/ǎ 
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■ Typical Performance Characteristics (Ta=25Ņ  unless otherwise Specified) 
 

8/20μs waveform per IEC61000-4-5                                       Contact discharge current waveform per IEC61000-4-2 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Clamping voltage vs. Peak pulse current                                         Capacitance vs. Reverse voltage 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Non-repetitive peak pulse power vs. Pulse time                                   Power derating vs. Ambient temperature 
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Front time: T1= 1.25 × T = 8μs
Time to half-value: T2= 20μs
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