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Surface Mount Schottky Rectifier 
 

                   Features     
● Guard ring for overvoltage protection 
● Low power losses 
● Extremely fast switching 
● High forward surge capability 
● High frequency operation 
● Meets MSL level 1, per J-STD-020, LF maximum peak  
 of 260 °C 

● Part no. with suffix “Q” means AEC-Q101 qualified 
 

Ɣ Terminals: 

Device marking code   S12F S14F 

Repetitive peak reverse voltage VRRM V 20 40 

Maximum RMS voltage VRMS V 14 28 

Maximum DC blocking voltage VDC V 20 40 

Maximum average forward rectified current at TL (Fig.1) IO A 1.0 

Surge(non-repetitive)forward current  
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■ Outline Dimensions  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
■ Suggested pad layout 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SMAF 
Dim Min Max 

A 2.40 2.80 
B 1.35 1.45 
C 3.40 3.60 
D 4.40 4.80 
E 1.05 1.25 

F 0.50 1.00 

G 0.16 0.25 

SMAF 

Dim Millimeters 

P1 6.50 

P2 4.00 

P3 1.50 

Q1 2.50 

Q2 1.70 

Dimensions in millimeters
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of t




