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Small Signal Switching Diode 
 

Features 
● Epoxy meets UL-94 V-0 flammability rating and halogen free 
● Moisture Sensitivity Level 1 
● VR  250V 
● Maximum Ratings (Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT CONDITIONS VALUE 

Reverse Voltage VR V  250 

Forward Current IF mA  200 

Peak Forward Surge Current IFSM A t=8.3ms 1 

Power Dissipation Ptot mW  200 

Thermal Resistance Junction to Ambient RthJA K/W  625 

Junction Temperature Tj ℃  -55 to +150 

Storage Temperature Range Tstg ℃  -55 to +150 

 
■ Electrical Characteristics（Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT CONDITIONS MIN MAX 

Forward Voltage  VF V 

IF=100mA  1 

IF=200mA  1.25 

Reverse Current IR μA VR=200V  0.1 

Breakdown Voltage VBR V IR=100μA  250  

Junction Capacitance CJ pF VR=0 V, f =1MHZ  5 

Reverse Recovery Time trr ns IF=IR=10mA,Irr=1mA,RL=100Ω  50 

 
 
 
 
 

COMPLIANT 

RoHS 
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■ Outline Dimensions  
 

 
 
■ Marking Information 
 

 
 
 
 
 
 
 

Note:  
1. All marking is at middle of the product body 
2. All marking is in laser marking 
3. KT6 is Marking Code 
4. Body color: Black 
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Disclaimer 
 
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design or 
otherwise.   
  
The product listed herein is designed to be used with automotive electronics


