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3DUDPHWHU� 6\PERO� 8QLW� 9DOXH�

Device marking code   2 

Repetitive peak reverse voltage VRRM V 45 

Forward current IF mA 100 

Non-repetitive surge peak forward current @ t=8.3ms half-sine wave 

IFSM

Junction temperature TJ ℃ -55 to +125 

Storage temperature TSTG ℃ -55 to +125 

 
 
 
 
 
 
 
 

澔

澔

6FKRWWN\�%DUULHU�5HFWLILHU�

)HDWXUHV� �
 Moisture sensitivity level 1 

 Reverse voltage：40V 

 Average forward current ：100mA 

 

$SSOLFDWLRQ�
 High frequency and low voltage rectifier 

0HFKDQLFDO�GDWD�
 3DFNDJH： SOD-323 

 7HUPLQDOV：Tin plated leads, solderable per 

J-STD-002 and JESD22-B102 

■ 0D[LPXP�5DWLQJV (Ta=25℃ Unless otherwise specified)  

COMPLIANT 
RoHS 
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)LJ��漣7\SLFDO�)RUZDUG�&KDUDFWHULVWLFV� � � � � � � � � � � � � � � )LJ��漣7\SLFDO�5HYHUVH�&KDUDFWHULVWLFV�

      
 

  

■&KDUDFWHULVWLFV 
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'LVFODLPHU�

�
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function, or design 
or otherwise.   
  
The product listed herein is designed to be used with ordinary 


