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Surface Mount Super Fast Recovery Rectifier 

 
 

                   Features     
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■Electrical Characteristics（Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT TEST CONDITIONS E1AF E1BF E1CF E1DF E1FF E1GF E1HF E1JF E1KF 

Maximum instantaneous  
forward voltage 

VF V IFM=1.0A 1.0 9 9.24 re

f*

 EMC  /P <<01 756C q

0A
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■Ordering Information (Example) 

PREFERED P/N 
PACKING 

CODE 
UNIT WEIGHT(g) 

MINIMUM 

PACKAGE(pcs) 

INNER BOX 

QUANTITY(pcs) 

OUTER CARTON 

QUANTITY(pcs) 

DELIVERY 

MODE 

E1AF-E1KF F1 Approximate 0.034 3000 24000 96000 7” reel 

E1AF-E1KF F2 Approximate 0.034 10000 / 160000 13” reel 

E1AF-E1KF F3 Approximate 0.034 10000 / 120000 13” reel 

E1AF-E1KF F4 Approximate 0.034 7500 / 120000 13” reel 
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FIG4:Typical Reverse Characteristics
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FIG.5: Diagram of circuit and Testing wave form of reverse recovery time
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NOTES:

1.Rise Time=7ns max .Inpot Impedance=1MΩ 22pf

2.Rise Time=10ns max.Sourse Impedance=50Ω



 E1AF THRU E1KF 
 

 4 / 5 

   
Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-S018 
Rev.2.6,09-Apr-26 

www.21yangjie.com 

■ Outline Dimensions  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
■ Suggested pad layout 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

SMAF 

Dim Min Max 

A 2.40 2.80 

B 1.35 1.45 

C 3.40 3.60 

D 4.40 4.80 

E 1.05 1.25 

F 0.50 1.00 

G 0.15 0.25 

SMAF 

Dim Millimeters 

P1 6.50 

P2 4.00 

P3 1.50 

Q1  2.50 

Q2 1.70 

Dimensions in millimeters
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Disclaimer 

 
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 

http://www.21yangjie.com/

